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KEY FEATURES
The Norwood Manual Phoropter is an industry-standard that provides accurate measurements
through simple and comfortable operation, delivering a first-class feel. The device features
synchronized cross cylinders, high-quality, fully coated lenses, and offers full refraction ranges
from -19.00D to +16.75D in sphere, and to -8.00D with a built-in cylinder.

NORWOOD Manual Phoropters

Your Norwood Representative:
contact us to learn more!
customerservice@nvisiongroupusa.com

NORWOOD Manual Phoropter Specifications

● 

● 

● 

● 

● 

● 

● 

● 

● 

● 

Full refraction ranges from -19.00D to + 16.75D
in sphere and to -8.00D with a built-in cylinder

High-quality and fully coated lenses

Multilayer coating, to reduce reflection 
and improve visual comfort
Synchronized cross cylinders

Precise socket design with clear location 
feedback of every movement

Corrosion-resistant materials and
no plastic internal components

Comfortable feel and smooth operation 
for fast and easy refractions
Near point rod, card, and holder included 

Phoropter cleanings available

Dimensions 13.2 (W) × 12.6 (D) × 3.5 (H)" / 9.9 lbs.

www.norwoodvision.com

Phone (toll free): 855.370.1900 

SPHERE:

CYLINDER AXIS:
°

CYLINDER:

PRISM:

CROSS CYLINDER: P.D.:

VERTEX DISTANCE:

5 graduations

-19.00D to +16.75D
0.25D Steps, being 0.12D when
0.12D auxiliary lens is used

0.00D to -6.00D, being 0 to -8.00D
when additional lens is used

0.25D Steps, being 0.12D 
when additional lens is used

± 0.25D

0 to 20 Prism Diopter,
1 Prism Diopter graduations 13.75 mm 

50 to 75 mm
(1 mm graduations)

Norwood Device & Diagnostics 
15556 Summit Park Drive 

Ste 601
Montgomery, TX 77356

@NorwoodDevice&Diagnostics

@Norwood_vision


