










TECHNICAL PARAMETER 

NV-2000AP A -Scan and Pachymeter 

A-Scan Accuracy: �5µm 
Frequency: 10MHz Depth: 0.15mm-l.5mm 
Accuracy: �0.0Smm Measurement Method: Contact 
Depth: 0 - 40mm Other Parameter 

IOL Calculation: 6 Common Methods, SRK-2, SRK­
T, Binkhorst II , Hoffer Q, Hollady, Haigis 
Default Eye Mode: Normal, Dense, Aphakic, 
PMMA, Acrylic and Silicone, 3 Customized Modes 
Calibration Mode: Automatic and Manual 
Measurement Method: Immersion or Contact 
Pachymeter 
Frequency: 20MHz 

Gain: 0-99db 
Touch Screen: 6.5 Inch Color 
Display Resolution: �0.lmm 
Output Information: 10-group Data, Average & 
Standard Deviation Calcularion 
Storage: 200 Copies Exam Data 
Prine Built-in Fast Thermal Printer 

NV-3000A A-Scan, B-Scan and Pachymeter 

B-Scan

Frequency: 10MHz 
Scan Mode: Closed-loop Magnetic-driven 
Gray Levels: 256 
Adjustable Gain: 0-105db 
Post-gain Range: 0-105db 
Depth: 40mm, 60mm 
Angle of Exploration: 53°

Image Freezing: 20 pcs 
Foot-switch: Control Freezing and Release 
Resolution: Axial� 0.2 mm, Laterial: � 0.4mm 
Display Mode: B, B+A 
Playback: 150 Frame Playback and Screenshot 
A-Scan
Frequency: 10MHz 
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Measurement Range: 0 - 40mm 
Accuracy: Axial Length Measurement�0.05mm 
Default Eye Mode: 7 Different Modes and 2 Customized Modes 
IOL Calculation: 8 Common Methods, 4 Formulas Calculared 
Simultaneously with One Set of Data 
Statistical Calculations: Standard Dev1a(ion, Average 
Pachymeter 
Frequency: 20MHz 
Accuracy: �5µm 
Depth: 0.15mm-l.5mm 
Other Parameter 

Computer: Special Embedded Sys(em. 12.1 inch Touch Screen 
Image Processing; Contrast. Image Playback, Pseudo Color 
Display, Nidus Measurement, Image Marking 
Printer Support: SONY Graphic Printer, Regular Pr·imer 


