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KEY FEATURES
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SPECIFICATIONS

NORWOOD NSL-7000Q Features

MICROSCOPE TYPE Galilean Dystem
MAGNIFICATION CHANGER = Revolving Drum
EYEPIECE MAGNIFICATION | 12.5X
0 mm~14 mm Continuously
SLITWIDTH Adjustable
SLITLENGTH 1mm-~14 mm Continuously
Adjustable Corneal Staining Analysis Corneal Cross Section
SLITANGLE 0~?80° Continuously Corneal staining indicates disruption of the corneal The cornea has five primary layers and is
Adjustable surface. This can stem from numerous causes, responsible for providing protection and a clear
FILTER Heat Aborption , Grey, including dry eye or other pathology like herpetic refracting surface that makes vision possible.
Redfree (Green), Cobalt Blue infection. The location and pattern of staining Numerous diseases and disorders can disrupt the
PWM: Pulse Width can provide key diagnosticinformation, and its cornea’s precisely structured layers resulting in
LIGHT CONTROL Modulation severity can be used to track a patient’s condition reduced vision and a loss of homeostatic function.
LIGHT SOURCE Warm LED
MAGNIFICATION 6.3X, 10X, 16X, 25X, 40X
DIOPTER +70
PUPIL RANGE 48mm-78mm
6.3X:3Imm; 10X:22mm;
VISUALFIELD DIAMETER  16X:14mm; 25X:8.5mm; Uveitis Cataract
40X:5.5mm
ILLUMINATION TYPE Haag-Streit Type Keratoconus
ILLUMINATIONTILTING 510%15°,20° is a disease caused by progressive thinning of
SLIT APERTURE SIZE 0.2,1,2,5,10,14 (mm) the cornea that can result in permanent, vision-
Filter Infrared, Flter impairing scarring. Early detection and intervention P°5193022?P5U|af Scleral Staphyloma
FILTER Ultraviolet are key to preserving vision in these patients. pacity
HANDLE OPERATION Slider Flexible Design
APERTURE POSITION Beam Splitter Design

Persistent Pupillary Giant Papillary
Membrane Conjunctivitis

Anterior Chamber
Cell and Flare
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